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SPECIFICATIONS FOR NEW TENNIS COURT CONSTRUCTION​​​​_________

1.0 GENERAL
1.01 SECTION INCLUDES

A. Site inspection

B. Sub-base and stone base preparation

C. Asphalt paving

D. Fencing and Net post installation

E. Color system

2.0 PRODUCTS

2.01 Fencing Materials 

    Merchants Metals, Inc.

    2950 W. 167th St.

    Markham, IL  60426

    Ph# 708-596-1600

2.02 Net Posts

    Douglas Industries, Inc.

    3441 S. 11th Ave

    Eldridge, IA 52748

    Ph#1-800-553-8907

2.03 Color System

    U.S. Tennis Court Construction Co.

    13517 Bell Road

    Homer Glen, IL  60491

    Ph# 708-301-3300

3.0 EXECUTION

3.01 SITE INSPECTION
A. The site shall have been inspected by owner or his representative and determined by them to be suitable for construction of the tennis court specified herein.

B. Inspection shall include examination of the soil to establish its suitability as a foundation for court construction.
3.02 PREPARATION

A. Trees and other vegetation, including any root systems, shall be removed from the site.

3.03 ENGINEERING

A. Proper grade elevation shall be set on court areas.

3.04 SLOPE REQUIREMENTS
A. All excavating, filling, compacting, grading, and leveling required shall be performed so that the finished court surface has a slope of one inch (1”) per ten feet (10”) on a true plain from side-to-side or end-to-end.

3.05 SUB-BASE PREPARATION

A. Sub-base shall be compacted with not less than a ten (10) ton vibratory roller; two (2) passes minimum in each direction.

B. The sub-base shall then be proof-rolled slowly with a fully loaded truck.

C. All soft areas shall be replaced with compacted stone.

3.06 STONE BASE

A. The stone base shall consist of CA-6 lime stone.

B. Base area shall have minimum thickness of eight inches (8”) of thoroughly compacted stone.

3.07 ASPHALT PAVING 

A. Leveling Course

1. A leveling course of hot plant mix with a maximum aggregate size of three-quarters of an inch (3/4”), in accordance with the specifications of the Asphalt Institute, shall be constructed over the stone base to a compacted thickness of no less then one and one half inches (1-1/2”).

B. Surface Course 

1. A surface course of hot plant mix with a maximum aggregate of three-eighths of an inch (3/8”), in accordance with the specifications of the Asphalt Institute, shall be constructed over the asphalt leveling course to a compacted thickness of no less than one and one half (1-1/2”) giving a total asphalt thickness of no less than three inches (3”).

3.08 NET POST INSTALLATION

A. Foundations shall be situated so as to provide a clear distance between costs of fort-two feet (42’) apart.

B. Net posts shall be installed with foundations of no less than twenty-four inches (24”) in diameter at the top, no less than thirty inches (30”) in diameter at the base, and no less than forty-eight inches (48”) in depth.  (New net posts shall be Douglas D.T.P.-37 or an approved equal)

C. Center strap anchor foundations shall be no less than twelve inches (12”) in diameter at the top, no less than sixteen inches (16”) at the base, and no less than twelve inches (12”) in depth.

3.09 FENCING (COMPLETE VINYL COATED SYSTEM)

A. The overall height of the fence shall be ten feet (10’).

B. The fabric shall be installed on the court side of the posts.

C. The bottom of the fabric shall be one half of an inch (1/2”) above the finished court surface.

D. Fabric shall be furnished with selvages knuckled on both top and bottom.

E. Chain link material shall be six (6) gauge overall [nine (9) gauge core extruded bonded chain link vinyl clad coating].

F. Corner and gate post shall be three inch (3”) O.D. SS-40 pipe.

G. Line post shall be two and one-half inch (2-1/2”) O.D. SS-40 pipe.

H. Top rail and brace rails shall be one and five-eighths inch (1-5/8”) O.D. SS-40 pipe.

I. Line and terminal post shall be set in concrete foundations no less than ten inches (10”) in diameter and no less than thirty-six (36”) in depth.
J. Spacing of posts in the line of the fence shall be uniform and no more than ten feet (10’) apart.

3.010 COURT DEPRESSIONS

A. Court surface shall be flooded with water.  Any ponding or “birdbaths” remaining after 1 hour at 70 degrees F in sunlight which cover a five cent piece (American Coin) shall be patched and leveled.

3.011 COLOR SYSTEM

A. The color finish shall be ELITE SPORT COATING SYSTEM of approved equal.  This system includes the following

1. RESURFACER

a. Two (2) coats of resurfacer shall be applied to the entire court area in order to provide a uniform and even surface.

2. COLOR

a. Color shall be determined by owner.
3. COLOR FINISH

a. Two (2) coats of sand filled acrylic color shall be applied to the entire court surface.

b. The second coat shall be applied upon thorough drying of first coat.

4. PLAYING LINES

a. Lines shall be taped in order to assure razor sharp edges prior to painting

b. Two (2) coats of acrylic line paint shall be applied accurately and in accordance with the U.S.T.C. & T.B.A.
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