REPAVING OF EXISTING BASKETBALL COURT WITH A REFLECTIVE CRACK REPAIR SYTEM________________________________________________

1.0  GENERAL
1.01 SECTION INCLUDES

A. Preparation

B. Reflective Crack Control System

C. Asphalt Paving

D. Basketball Standard Installation
E. Color System

2.0 PRODUCTS
2.01 Area Reflective Crack Control Treatment

  Polyguard Products, Inc.

  Ennis, Texas 75120-0755

  Ph# 214-875-8421

2.02 Standards
  Porter Athletic Equipment Company

  2500 S. 25th street

  Broadview,  IL 60155-2500

  Ph# 708-338-2000

       
2.03
Color System

    U.S. Tennis Court Construction Co.

    13517 Bell Road

    Homer Glen, IL  60491

    Ph# 708-301-3300

3.0 EXECUTION

3.01 PREPARATION
A. Surface shall be thoroughly cleaned of all dirt, debris, and vegetation using a scraper and power blower.  Cracks with vegetation shall be treated with herbicide.
B. Cracks shall be routed out with a crack router.
3.02 REFLECTIVE CRACK CONTROL
A. Cracks shall be filled from bottom to top with acrylic patch binder patch mix (special care shall be taken to assure that the void below the crack is completely filled).
B. One foot (1’) reinforced reflective cracking membrane shall be applied over all cracks larger than one-eighth of an inch (1/8”).
C. Two foot (2’) reinforced reflective cracking membrane shall be applied over the one foot membrane.
3.03 AREA REFLECTIVE CRACK CONTROL TREATMENT (PETRO-MAT)

A. Area reflective crack control treatment shall be applied to the total surface area, in accordance to the manufactures specifications.

3.04 ASPHALT PAVING

A. A surface course of hot plant mix having a maximum aggregate of three-eighths of an inch (3/8”), in accordance with specifications of Asphalt Institute, shall be constructed over the area reflective crack control treatment to a compacted thickness of no less than two inches (2”).
3.05 BASKETBALL STANDARD INSTALLATION

A. New posts shall be installed with foundations of no less than twenty-four inches (24”) in diameter and no less than sixty inches (60”) in depth.

B. Standards shall be PORTER heavy duty “gooseneck” style basketball units.  Basketball post shall be four and on-half inches (4-1/2”) in diameter with a five foot (5’) extension or approved equal.

C. Backboards shall be fan shaped fiberglass with a heavy duty rim.

3.06 COURT DEPRESSION

A. Court surface shall be flooded with water.  Any ponding or “birdbaths” remaining after 1 hour at 70 degrees F in sunlight which cover a five cent piece (American Coin) shall be patched and leveled.

3.07 COLOR SYSTEM

A. The color finish shall be ELITE SPORT COATING SYSTEM or approved equal.  This system includes the following:

1. RESURFACER

a. Two (2) coats of resurfacer shall be applied to the entire court area in order to provide a uniform and even surface.

2. COLOR

a. Color shall be determined by owner.

3. COLOR FINISH

a. Two (2) coats of sand filled acrylic color shall be applied to the entire court surface.

b. The second coat shall be applied upon thorough drying of first coat.

4. PLAYING LINES

a. Lines shall be taped in order to assure razor sharp edges prior to painting

b. Two (2) coats of acrylic line paint shall be applied accurately and in accordance with the U.S.T.C. & T.B.A.

