SPECIFICATIONS FOR REPAIR AND COLOR COATING OF EXISTING TENNIS COURTS_______________________________________________________

1.0 GENERAL
1.01 SECTION INCLUDES

A. Preparation

B. Crack Filling

C. Court Depression 

D. Color System

2.0  PRODUCTS
2.01 Color System


  U.S. Tennis Court Construction Co.

    13517 Bell Road

    Homer Glen, IL  60491

    Ph# 708-301-3300

3.0 EXECUTION

3.01 PREPARATION
A. Surface shall be thoroughly cleaned of all dirt, debris, and vegetation using a scraper and power blower.  Cracks with vegetation shall be treated with herbicide.
B. Cracks shall be routed out with a crack router.
3.02 CRACK FILLING
A. Cracks shall be filled from bottom to top with acrylic patch binder patch mix (special care shall be taken to assure that the void below the crack is completely filled).
3.03 COURT DEPRESSIONS
A. Court surface shall be flooded with water.  Any ponding or “birdbaths” remaining after 1 hour at 70 degrees F in sunlight which cover a five cent piece (American Coin) shall be patched and leveled.

3.04 COLOR SYSTEM 

A. The color finish shall be ELITE SPORT COATING SYSTEM or approved equal.  This system includes the following:

1. RESURFACER

a. Two (2) coats of resurfacer shall be applied to the entire court area in order to provide a uniform and even surface.

2. COLOR

a. Color shall be determined by owner.

3. COLOR FINISH

a. Two (2) coats of sand filled acrylic color shall be applied to the entire court surface.

b. The second coat shall be applied upon thorough drying of first coat.

4. PLAYING LINES

a. Lines shall be taped in order to assure razor sharp edges prior to painting

b. Two (2) coats of acrylic line paint shall be applied accurately and in accordance with the U.S.T.C. & T.B.A.

